2025-02-03 08:18:33,666 - {modules.common.utils.component_parser:33} - {ERROR:MainThread} - Fehlerstatus in Komponente openWB EVU-Kit. Werte werden nicht aktualisiert.
2025-02-03 08:18:43,099 - {pymodbus.client.sync:218} - {ERROR:device3} - Connection to (192.168.193.15, 8899) failed: timed out
2025-02-03 08:18:43,102 - {modules.common.fault_state:49} - {ERROR:device3} - openWB EVU-Kit: FaultState FaultStateLevel.ERROR, FaultStr <class 'pymodbus.exceptions.ConnectionException'> ('Failed to connect[ModbusTcpClient(192.168.193.15:8899)]', 'Modbus-Client konnte keine Verbindung zu 192.168.193.15:8899 aufbauen. Bitte Einstellungen, IP-Adresse und Port sowie Netzwerk-Anschluss prüfen.'), Traceback: 
Traceback (most recent call last):
  File "/var/www/html/openWB/packages/modules/common/configurable_device.py", line 36, in __call__
    self.__updater(components_list)
  File "/var/www/html/openWB/packages/modules/devices/openwb/openwb_evu_kit/device.py", line 29, in update_components
    with client:
  File "/var/www/html/openWB/packages/modules/common/modbus.py", line 65, in __enter__
    raise e
  File "/var/www/html/openWB/packages/modules/common/modbus.py", line 61, in __enter__
    self._delegate.__enter__()
  File "/home/openwb/.local/lib/python3.9/site-packages/pymodbus/client/sync.py", line 120, in __enter__
    raise ConnectionException("Failed to connect[%s]" % (self.__str__()))
pymodbus.exceptions.ConnectionException: Modbus Error: [Connection] Failed to connect[ModbusTcpClient(192.168.193.15:8899)]

2025-02-03 08:18:43,144 - {modules.common.utils.component_parser:33} - {ERROR:MainThread} - Fehlerstatus in Komponente openWB EVU-Kit. Werte werden nicht aktualisiert.

